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 פלדה במילוי בטון – CCS 1000 uatong Hמפרט רצפה צפה: 

 

 אריח. 1

מערכות בניה  פדסטל: יםסין )נציג ,  Huatong חברת תוצרתמשיסופק יהי אריח הרצפה 
 (.09-745-7211בע"מ. טל': 

פלדה ממולאת בטון קל משקל. פלטת הפלדה העליונה מחוברת ייוצר מאריח הרצפה 
 .נקודות 64-ב ,תבנית ביציםהעשויה בצורת  ,התחתונה הדבאופן מכני לפל

בהיקף  (.Grey Starlightעם כתמים אפורים ) לבןסטטי בגוון -אנטי  HPL –ב  מחופההאריח 
 שחור. PVCהאריח יותקנו קנטים של 

תהיה בטווח  ,כשהיא מדודה מפינה לפינה ,ס"מ. ריבועיות הפלטה 61X61מידת האריח 
 מ"מ. 0.15טולרנס של 

 מוליך.אריח הפלדה צבוע בצבע אפוקסי עם ציפוי 

 ק"ג/מ"ר. 1,500אחיד של  יהרצפה תעמוד בעומס מינימאל

 : CISCAהאריח יעמוד בעומסים הבאים על פי הליך הבדיקה האמריקאי 

עם שקיעה  ,בכל מקום על האריח על אינץ' רבוע ק"ג 444האריח ישא בעומס נקודתי של 
 מ"מ. 52.של  מכסימלית

 -ב ”x1.5”6מועמסים על גליל פלסטי במידות  ,ק"ג 265האריח ישא בעומס מתגלגל של 
 .מ"מ 0.5בשקיעה עליונה מותרת של ובמרכז האריח על אותו מסלול מחזורים  10000

 .ק"ג 1,466 : לשבר מרבינקודתי עומס 

 רגלית הרצפה. 2

 .ק"ג 3000שא בעומס צירי של היה מגולוונת ותרגלית הרצפה ת

ישא בעומס משיכה אופקי של  ,ך לצינור פלדהמרות ,מ"מ 100X100בגודל  המודבק, הבסיס
 .ק"ג 10

 .מ"מ 50 של גובהטווח התאמת הרגל כולה תהיה מגולבנת עם 

 . קושרות3
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המחברות את ראשי הרגליות יהיו עשויות פלדה מגולוונת וישאו בעומס נקודתי  קושרותה
 ללא דפורמציה. ק"ג 125באמצע הקושרת של 

 

 

 אביזרים. 4

 ך, יבוצעו באריחים לקבלת אביזרי חשמל ואחרים.פתחים, במידת הצור

 סגירות אנכיות, מדרגות, רמפות וכדומה יבוצעו על פי פרטי היצרן.

לפי קביעת המתכנן, יהיה   -אריח מחורר למעבר אויר במידת הצורך, עם או בלי דמפר 
 .חירור 22%אריח פלדה עם 

 משאבת הרמה תסופק על פי דרישה.

בכתב הכמויות  ךכל הפריטים הנ"ל אינם כלולים במחיר הרצפה הצפה אלא אם נאמר כ
 ולווה בתוכנית מתאימה.
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The perforated panel provides all the features and available options of our solid panels with the addition of

either 1,296 and 1,024 chamfered holes to provide a 18 to 22% open area for airflow requirements in both

cleanroom and data center.

· Existing solid panels can be refitted to

  perforated panels by applying ventilation

  openings with standard drilling and press

   process.

·  Completely interchangeable with solid and

   grating panels.

·  Wide variety of finishing materials.

·  Non-combustible material.

·  Semi-permanent usage though recycling.

Features and Benefits

Perforated Panel

COPYRIGHT ⓒ2016. ZIP ENC & SB TECH ALL RIGHTS RESERVERD.

Deflec�on�[mm]
Avg.�Loading�Test�result�of�P-A4N

Dimension&Thickness

without finish materials

□�600mm�X�t39�~�t48mm

□�600mm�X�t39�~�t48mm

□�600mm�X�t44�~�t48mm

□�600mm�X�t44�~�t48mm

□�600mm�X�t48mm

□�600mm�X�t48mm

□�600mm�X�t48mm

□�600mm�X�t48mm

□�600mm�X�t48mm

□�24”(609.6mm)�X�t48mm

Lo
ad
in
g�
[K
gf
]

※ Specifica�on�shall�be�changed�for�quality�improvement.

Finishing

Materials

PERFORATED PANELS

PVC�Tile
Conduc�ve��les.
Sta�c�Dissipa�ve��les.

E-coa�ng
Black,�Silver�color-op�ons.

Epoxy�powder
ESD�epoxy�powder�coat�in
gray,�black�and�ivory�color�
op�ons.
Normal�epoxy�powder-
coat�in�various�color-
op�ons.

Ni-Cr�Pla�ng

Ultimate  Load

@ 1/2 Edge point

1250kgf

1500kgf

1900kgf

2000kgf

2200kgf

2300kgf

3200kgf

3800kgf

4000kgf

4600lbs,�6400lbs

500kgf

600kgf

800kgf

800kgf

1000kgf

1200kgf

1400kgf

1700kgf

2000kgf

2200lbs,�3000lbs

Concentrated Load

@ 1/2 Edge point

18%~22%

Dimension&Thickness

without finish materials

18%~22%

18%~22%

18%~22%

18%~22%

18%~22%

18%~22%

18%~22%

18%~22%

18%~22%

Open

Ratio
Model

A3L

A3N

A4L

A4LS

A4N

A4M

A4E

A4U

A4US

A2N,�A2E

Series

600

600

600

600

600

600

600

600

600

610(24”)
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Deflec�on�[mm]
Avg.�Loading�Test�result�of�G-A4N

· Completely interchangeable with solid 

  and perforated panels for maximum room    

  configuration and air-balancing flexibility.

· Manufactured with the highest precision.

· Easy-to-use unique materials for subsequent 

  cut-outs.

·  Can be powder-coated in a wide variety of

  colors.

· Non-combustible material.

· Semi-permanent usage though recycling.

Features and Benefits

The grating panels provide all the features and available options of our soild and perforated panels with the

addition of 51% maximum air open areas for use in air-return, server rooms and data centers areas.

Grating Panel

COPYRIGHT�ⓒ2016.�ZIP�ENC�&�SB�TECH�ALL�RIGHTS�RESERVERD.
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E-coa�ng

Black,�Silver�color-op�ons.

Epoxy�powder

ESD�Epoxy�powder�coat.

Ni-Cr�Pla�ng

Finishing

Materials

GRATING PANELS

※ Specifica�on�shall�be�changed�for�quality�improvement.

2200kgf

4600lbs

Ultimate  Load

@ 1/2 Edge point

Concentrated Load

@ 1/2 Edge point

1000kgf

2200lbs

Open

Ratio

51%

51%

Dimension&Thickness

without finish materials

□�600mm�X�t50mm

□�24”(609.6mm)�X�t50mm

Model

A4N

A2N

Series

600

610(24”)
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134 GONGDAN-RO, HEUNGDEOK-GU, CHEONGJU-CITY, CHUNGBUK-DO 

 28576 SOUTH KOREA. TEL.+82 43 237 8880 FAX.+82 43 237 8810 

 E mail. info@zipenc.com 

           ZIPENC & SBTECH
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ננו אלקטרוניקה - אוניברסיטת תל אביב 
סכמת החיזוקים האלכסוניים ברצפה הצפה בחדר הנקי
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חתך עקרוני של קושרות וחיזוקים אלכסוניים ברצפה הצפה 

בטון קיר
רגל אלומיניום מקובעת  
לרצפת הבטון עם דבק  

אפוקסי ושני ברגים

קושרת אלומיניום  
רגליים   אופקית בין שתי

בארבעת הכוונים

אלכסון חיזוק מותקן  
הכוונים ברגל אחת   בשני

בכל שורת רגליים

תושבת לאריח   /זווית 
)  במקום רגל(רצפה צפה  

מקובע לקיר בטון

50 cm

20 m

אלומיניום של הרצפה הצפה  אריח
מונח על  , מ "ס 60/60במידות 

תושבת עליונה של הרגל
ראה פרט תושבת עליונה - 



인증번호: AC-0260201

㈜에스비테크

• 본사 및 공장 : 충청북도 음성군 금왕읍 금일로 638 (Zip code : 27642)

한국품질재단은 위 조직이 아래에 기재된 표준 요구사항에 적합함을 인증함.

ISO 9001:2015 / KS Q ISO 9001:2015

인증범위
• 본사 및 공장 : - 강 구조물 및 이중바닥재(악세스 플로어)의 생산 및 설치

- 기능성 분산액의 생산

【본사 및 공장 - 적용제외요구사항 : 8.3 제품 및 서비스의 설계와 개발】

KFQ has been accredited in respect of ISO 9001 covered by 
the KAB(Accreditation Certificate Number KAB-QC-01)

KAB-QC-01

인증등록일 2021-11-11 인증만료일 2024-11-10
최초인증일 2001-01-17 개정발행일 2021-12-15



Certificate Number: AC-0260201

SB TECH CORPORATION

• HEAD OFFICE & FACTORY : 638, Geumil-ro, Geumwang-eup, Eumseong-gun,
Chungcheongbuk-do, Korea(Zip code : 27642)

Korean Foundation for Quality certifies that the above organization 
has complied with the following standard requirements.

ISO 9001:2015 / KS Q ISO 9001:2015

Scope of certification
• HEAD OFFICE & FACTORY : - PRODUCTION AND INSTALLATION OF STEEL STRUCTURE AND

ACCESS FLOOR
- PRODUCTION OF FUNCTION NANO DISPERSION

【HEAD OFFICE & FACTORY - PERMITTED EXAMPTION : 
8.3 DESIGN AND DEVELOPMENT OF PRODUCTS AND SERVICES】

KFQ has been accredited in respect of ISO 9001 covered by 
the KAB(Accreditation Certificate Number KAB-QC-01)

KAB-QC-01

Registration Date 2021-11-11 Expiration Date 2024-11-10
Initial Certification Date 2001-01-17 Revision Date 2021-12-15



SB TECH CORPORATION

• HEAD OFFICE & FACTORY : 638, Geumil-ro, Geumwang-eup,  (Zip code : 27642)

for the following scope

• HEAD OFFICE & FACTORY : 
- PRODUCTION AND INSTALLATION OF STEEL STRUCTURE AND ACCESS FLOOR
- PRODUCTION OF FUNCTION NANO DISPERSION

【HEAD OFFICE & FACTORY - PERMITTED EXAMPTION : 8.3 DESIGN AND DEVELOPMENT OF PRODUCTS AND SERVICES】

has implemented and maintains a
Quality Management System

which fulfils the requirements of the following standard
ISO 9001:2015 / KS Q ISO 9001:2015

Registration Number : KR - 0260201
For the validity date, please refer to the original certificate* issued by KFQ

Issued on : 2021-12-15

Expires on : 2024-11-10



인증번호: EAC-0731301

㈜에스비테크

• 본사 및 공장 : 충청북도 음성군 금왕읍 금일로 638 (Zip code : 27642)

한국품질재단은 위 조직이 아래에 기재된 표준 요구사항에 적합함을 인증함.

ISO 14001:2015/KS I ISO 14001:2015

인증범위
• 본사 및 공장 : - 강 구조물 및 이중바닥재(악세스 플로어)의 생산 및 설치

- 기능성 분산액의 생산

KFQ has been accredited in respect of ISO 14001 covered 
by the KAB(Accreditation Certificate Number KAB-EC-01)

KAB-EC-01

인증등록일 2022-07-03 인증만료일 2025-07-02
최초인증일 2019-07-03 개정발행일 2022-06-27



Certificate Number: EAC-0731301

SB TECH CORPORATION

• HEAD OFFICE & FACTORY : 638, Geumil-ro, Geumwang-eup, Eumseong-gun, Chungcheongbuk-do,
Korea (Zip code : 27642)

Korean Foundation for Quality certifies that the above organization 
has complied with the following standard requirements.

ISO 14001:2015/KS I ISO 14001:2015

Scope of certification
• HEAD OFFICE & FACTORY : - PRODUCTION AND INSTALLATION OF STEEL STRUCTURE AND

ACCESS FLOOR
- PRODUCTION OF FUNCTION NANO DISPERSION

KFQ has been accredited in respect of ISO 14001 covered 
by the KAB(Accreditation Certificate Number KAB-EC-01)

KAB-EC-01

Registration Date 2022-07-03 Expiration Date 2025-07-02
Initial Certification Date 2019-07-03 Revision Date 2022-06-27



SB TECH CORPORATION

• HEAD OFFICE & FACTORY : 638, Geumil-ro, Geumwang-eup, Eumseong-gun, Chungcheongbuk-do, Korea 
(Zip code : 27642)

has implemented and maintains a

Environmental Management System

for the following scope

• HEAD OFFICE & FACTORY : 
- PRODUCTION AND INSTALLATION OF STEEL STRUCTURE AND ACCESS FLOOR 
- PRODUCTION OF FUNCTION NANO DISPERSION

which fulfils the requirements of the following standard

ISO 14001:2015/KS I ISO 14001:2015

Issued on : 2022-06-27

Expires on : 2025-07-02

Registration Number : KR - 0731301



(프로젝트명 ・ PJT名) (승인 ・ 承認)

▣ Project Name Approved by

(현장명 ・ 現場名) (검토 ・ 検討)

▣ Job Site Checked by

(시험일자 ・ 試験日) (담당2 ・ 担当２)

▣ Date / Tested by Tested & Prepared by

(온도/습도 ・ 温度／湿度) (담당1 ・ 担当１)

▣ Temp. / Humidity Tested & Prepared by

TEST METHOD FOR COMBUSTION

Applied dosage Alcohol (アルコール) 0.5cc

Visual Check Before/After Combustion (燃焼前後)

▣ Tested Item ▣ Result ◎No Change ●Discolor △no harmful ■ Alteration

▣ Tested Photos

Finished / W LG Tile Afterglow ◎ ◎

Tested photos

Photos for test method After test

Model - Before test ◎ ◎

Spec - Afterfleme ● ●△

21℃ / 49% DG You

Type Blind Visual Check afterflame (残炎) afterglow (残じん)

INSPECTION REPORT
(내약품성적서・耐薬品成績書)

- SJ Lee

- ST Kuk

24-Jun-21 -

Alcohol (アルコール 0.5ＣＣ)
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