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huatongfloor.net/certification

CERTIFICATION - HUATONG XINLI FLOORING CO.,LTD.

)
Certificate of Approval

Certificate No.: 089211Q
Awarded to

Changzhou Huatong Xinli Flooring Co., LTD.

Industrial Park of Zheng Village, Yaoguan Town, Wujin District, Changzhou, Jiangsu

Has established a Quality Management System which is in Accordance
with the Requirements of the Standard:

GB/T19001-2008/ISO%9001:2008

, SCOPE OF CERTIFICATION,
Design, Development, Manufacture, Installation and Relevant
Seryice of Anti-Static All-Steel Raised Floor Panels, OA Access
- Floor Panels, Calcium Sulphate Raised Floor Panels,
Aluminum Alloy Raised Floor Panels and PVC Floor Tiles,
GRC Flooring and Computer Room Decorative Ceiling
Validity of Certification: Jun., 4, 2013 To: Jun. 3, 2016
The effectivencss of ihis Cerfificate shall be validated by periodic surveillance adit of EWC for mainfenance.
This Certificate will nov be in force wnless qualified identificarion is stwck thereunder by EWC
within appropriate rime limir

Feb, 2014 Mow. 2014 Aug. 2015
To Stuck

lo Suuk To
et 2014 Tul. 2015

Stck

Jun 3. 2016

Conditions on effectiveness of certiflicate see

http:/fwww.ewgee.org
EWC: I i

020102

Ever Win Cueality Certification Center, No.4.Chegongzhuang 5t, Nicheng District, Beijing
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- 121~

Certificate of Occupational
Health and Safety Management System

Certificate No.: 0892118
Awarded to

Changzhou Huatong Xinli Flooring Co., LTD.

Industrial Park of Zheng Village, Yaoguan Town, Wujin District, Changzhou, Jiangsu

Has established a Occupational Health and Safety Management System
which is in Accordance with the Reguirements of the Standard:

GB/T28001-2011
DHSAS18001:2007 e
=Y 1., f" #

§ 1,_ OF BRTIHCA'PMNI
The%‘:li!i onal Health fe{y Mnnagemenﬁ.% A&Rg;ated to

Manufacture and ale of Anti-Static All-Steel Raised Floor Panels, OA
Access Floor Panels, Calcium Sulphate Raised Floor Panels, Aluminum
Alloy Raised Floor Panels and PVC Floor Tiles
Validity of Certification: Nov. 27, 2012 To: Nov. 26, 2015
The effectivencss of this Certificate shall be validated by periodic strveillance audit of EWC for maintenanee.

This Certificate will not be in force unless qualified identification is stuck therewnder by EWC
within appropriate time limit

May 2014 Feb. 31§
T Stk To
Jan. 2015 Now: 26, 2015

Conditions on effectiveness of certificate see http:/iwww.ew

iom Center, No.d.Cheg 81, Xicheng District, Beijing

huatongfloor.net/certification
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CERTIFICATION - HUATONG XINLI FLOORING CO.,LTD.

C erttﬁi':‘ate of
Environment Management System

Certificate No.: 089211E
Awarded to

Changzhou Huatong Xinli Flooring Co., LTD.

Industrial Park of Zheng Village, Yaoguan Town, Wujin District, Changzhou, Jiangsu

Has established a Environment Management System which is in
Accordance with the Requirements of the Standard.

1SO14001:2004
i GBfI‘ZMﬁl-MM t

|

& i SCO)"E OF QERTIFICATION‘
L Th“e Enﬂr’onm"ental‘Man‘agementActmues Re}h(e%’lo
Manufacture and Sale of Anti-Static All-Steel Raised Floor Panels,
OA Access Floor Panels, Calcium Sulphate Raised Floor Panels,

Aluminum Alloy Raised Floor Panels and PVC Floor Tiles

Validity af Certification: Dec.28,2011 To: Dec, 27,2004
The effectiveness of this Certificate shall be validated by periodic sirveillance audit of EWC for maintenance.
This Certificate will not be in force unless qualified identification is stuck thereunder by EWC
within appropriate tine [

Mar. 20014
To Stuck
Dee. 27,2004
Conditions on effectiveness of certificate see http://www.ewqgee.
EWC:
e e

: ACCREDITED

250102

Eves Win Quality Cenification Center, No4,Chegongrhuang St Nicheng District, Beijing
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CERTIFICATION - HUATONG XINLI FLOORING CO.,LTD.

Test Report No. S0SMEC00473M1/LLW
dated 5 Feb 2008

Mote: This mgant s msusd subjsct 1o TOV S00 PSE°s "Terma and Condions. Goveming Tachnical Sandces”.
Tt o aind condiions gerverming the issus of s reor are Set out &5 Attached within this report.

SUBJECT

Testing of Access Flooring System
= Uniform Distributed Load

IESTEDFOR

CHANGZHOU HUATONG XINLI FLOORING CO., LTD.
EMERF LR RAT

ZHENGCUN INDUSTRIAL PARK,
YAOGUAN WUJIN, JIANGSLU, CHINA
Attn: Mr. Xu Hongnan

TEST METHODS
MOB PF2 PS: 1992 “Platform Floors (Raised Access Floors) Performance Specification”
SAMPLE DECRIPTIONS

+ Access Floor Model Mame: Huatong FSB00 (Refer to Photo 1)
Measured weight: 33.3Ibs (15.1Kg)

« Podestal Assembly (Refer to Photo 2)
FFH: 3.94° (100mm)

081" {15.4mm)

0.247 (Bmm)

: B2 x 3.2 (85mm x 65mm)
Measured Pedestal base plate size: 3.7 x 3.7°x 0.09°thk  (95mm x 95mm x 2.dmm thk)

Phato 1, 2 shows the panel, pedestal assembly respectively.
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CERTIFICATION - HUATONG XINLI FLOORING CO.,LTD.

LEED INFO SHEET

Overview of the LEED Certification

LEED i an intemationally recognized certification system that
measures how well a building or community performs across all the
metrics thal malter most: energy savings, water efficency, CO2
emissions reduction, improved indoor environmental quality, and
stewardship of resources and sensitivity to their impacts.

Developed by the U.S. Green Building Coumll (USGBC), LEED
provides bullding owners and op a r: rk for
identifying and implementing practical and measurable green buikding

Although LEED is comprised of 5 core and 1 bonus category, flooring
products typically only pay a role in 2 core credit categories: Materials &
Resources and Indoor Environmental Quality. This document has been
designed to help explain the requirements of the credits and provide a
description of how HuaTong products may contribute to these credits.

LEED Products

LEED-NC 2.2 (New Construction & Major Renovation) Released
2007 Third Edition

The LEED for New Construction Rating Sysiem is designed lo guide

and distinguish high-performance and [projs
including office buildings, high-rise residential buikdis governmant.
mmummmnlam

LEED-CI 2.0 (Co ial Interiors) Red d 2005 Second Edition

The LEED for Commercial Interiors Rating System (LEED-CI) provides
a set of p e for ying tenant proj with the
USGBC. The intent of LEED-CI is to assist in the creation of high
performance, healthful, durable, aff and envi ly sound
commercial interiors.

HuaTong Products

HuaTong is committed to environmental concepts and goals. We are
strengthening our environmental performance by committing to three
basic principles: conserving energy, managing waste, and reclamation
and recycling. We have set goals and measurements in each of these
employees, and suppliers, our
cbjective is o become a
leading advocate for improving
and preserving the
environment. As new
slandaﬂsandamamhg
become available, Huatong will continue to review our
products and the environmental attributes that they provide our clients.
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ALUMINUM DIE CASTED

RAISED
ACCESS
FLOOR
SYSTEMS

For Clean Room, Server Room, Data Center, Office Building

ZIP
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with more than 15years' experience in raised access floor manufacturing,
installation and development with diversified materials such as
all steel, wood core steel, aluminum die casted products.

As a company that handles aluminum, which is environmentally-friendly
and a valuable resource and can also be recycled from scrap.

We will do our utmost for the preservation of the global environment

by recycling resources, bearing in mind our social responsibility.




Strength, Precision and Durability

to meet the needs of individual customers worldwide.

We aim to offer products and services that give satisfaction and bring pleasure
to our customers by providing the high quality products as efficiently as possible

using top-class technology and equipment and abundant know-how

b

- A& A ‘
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Perforated Panel

The perforated panel provides all the features and available options of our solid panels with the addition of
either 1,296 and 1,024 chamfered holes to provide a 18 to 22% open area for airflow requirements in both

cleanroom and data center.

Features and Benefits

Existing solid panels can be refitted to
perforated panels by applying ventilation
openings with standard drilling and press
process.

- Completely interchangeable with solid and
grating panels.

+ Wide variety of finishing materials.

- Non-combustible material.
Semi-permanent usage though recycling.

3000
2700
2400
2100
1800
1500

1200

900
600
300

Wit

i

LTI
Oy
Wi mmu'mm::

U]
LU

W

LTI
COLLELLR LT TR T

Loading [Kgf]

Wiy
Wi

0 1 2 3 4 5 6 7 8 9 10

Deflection [mm]
Avg. Loading Test result of P-A4N

WOy
My

PERFORATED PANELS

Dimension&Thickness Concentrated Load Ultimate Load Finishing
without finish materials @ 1/2 Edge point @ 1/2 Edge point Materials
600 A3L ] 600mm X t39 ~ t48mm 18%~22% 500kgf 1250kgf
600 A3N (] 600mm X t39 ~ t48mm 18%22% 600kgf 1500kgf PVCTile
Conductive tiles.
600 AdL [ 600mm X t44 ~ t48mm 18%~22% 800kgf 1900kgf Static Dissipative tiles.
600 A4LS [ 600mm X t44 ~ t48mm 18%~22% 800kgf 2000kgf E-coating _
Black, Silver color-options.
600 A4N ] 600mm X t48mm 18%~22% 1000kgf 2200kgf
Epoxy powder
600 A4M [J 600mm X t48mm 18%~22% 1200kgf 2300kgf ESD epoxy powder coat in
gray, black and ivory color
600 A4E [] 600mm X t48mm 18%~22% 1400kgf 3200kgf options.
Normal epoxy powder-
600 A4U [J 600mm X t48mm 18%~22% 1700kgf 3800kgf coat in various color-
options.
600 A4US ] 600mm X t48mm 18%~22% 2000kgf 4000kgf
Ni-Cr Plating
610(24") A2N, A2E [] 24”(609.6mm) X t48mm 18%~22% 2200lbs, 3000lbs 4600Ibs, 6400Ibs

% Specification shall be changed for quality improvement.
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Grating Panel

The grating panels provide all the features and available options of our soild and perforated panels with the
addition of 51% maximum air open areas for use in air-return, server rooms and data centers areas.

i

SSesssa. Features and Benefits
:_-1_4-;-:- = - :‘_—_‘__ -
= T o e L . letely i h ble with solid
= T TS s e L Completely interchangeable with soli
T T T e Tt o X e T S et and perforated panels for maximum room
S L e KX e XX et N e Xt e e L . . . . asls
e e e e e e e e e _e_e_a_w—e—- configuration and air-balancing flexibility.
= e P e — e e e A e - . -
:5-:.;-.:.. E.:‘E.:.E.:.‘_: e - Manufactured with the highest precision.
g e e e = _*" - Basy-to-use unique materials for subsequent
e e — o
L T Lo X o o L - " cut-outs.
S=sTe e s _e=" A in a wi i
= e T = - Can be powder-coated in a wide variety of
e - *‘"‘;-“'" o ”
‘% e ene g ', colors.
‘Q» ? - Non-combustible material.
"’ e N “'v' - Semi-permanent usage though recycling.
e - o

3000
2700
2400 |— .1
2100
1800 ] .
1500 | |
1200 -

900 -7// |
600 // |
300

0 1 2 3 4 5 6 7 8 9 10

Deflection [mm]
Avg. Loading Test result of G-A4N

Loading [Kgf]

Dimension&Thickness Concentrated Load Ultimate Load Finishing

without finish materials i @ 1/2 Edge point @ 1/2 Edge point Materials
E-coating

600 A4N [J 600mm X t50mm 51% 1000kgf 2200kgf . .
Black, Silver color-options.
Epoxy powder
ESD Epoxy powder coat.
610(24") A2N [] 24”(609.6mm) X t50mm 51% 2200lbs 46001bs Ni-Cr Plating

% Specification shall be changed for quality improvement.
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Aluminum Pedestal

"'he aluminum pedestal is used in applications
where a non-ferrous materials is required. The
pedestal assemblies are compatible with all of
our flooring products including solid, perforated
2nd grating panels. The type of pedestal is chosen
based on finished floor height and floor loading

conditions.
e

P

- Can be easily cut on site. % i
S_ o

- Non-ferrous materials.

1

AL 4

Steel Pedestal

The steel pedestal consists of an aluminum
head with steel stud and steel tube that works
with a steel base plate assembly designed for
highly seismic locations, high floor heights
and heavy loading.

: For extreme seismic
- For high floor heights
- For heavy loading

Material FFH (mm) Dimension (mm) Axial Load

I N T e P e Sy 7 A T
e — ~ 600 |[1150(Steel Base) + @33.1(Steel Tube) + M16~M20(Steel Bolt) + INut + Al Head 'cE‘f;"V poesier
Alu‘::::um “ 1 150(Steel Base) + @48.6(5teel Tube) + M20~M24(Steel Bolt) + 1Nut + Al. Head

800 ~ 1200 ] 170(Steel Base) + @348.6(5teel Tube) + M22~M24(Steel Bolt) + INut + Al. Head ég’ggg?gsf}

11,800kgf

| 200(Steel Base) + @60.5(5teel Tube) + M24(Steel Bolt) + INut + Al. Head (26,0001bs)

COPYRIGHT (€)2016. ZIP ENC & SB TECH ALL RIGHTS RESERVERD.
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View Panel

Solid Panel can be fitted with and acrylic cover
to enable quick and handy access to equipment
devices located under the raised floor.

Aluminum Damper

Perforated and grating panels can be fitted with

aluminum dampers. AL.DAMPER
This unique damper system allows uniform

balancing of air throughout the room or around

workstations and manufacturing tools.

AL.DAMPER

COPYRIGHT (€)2016. ZIP ENC & SB TECH ALL RIGHTS RESERVERD.
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Stringers (Al / Steel)

Our aluminum stringers are made with extruded
aluminum (steel stringers are galvanized steel profile)
and designed to fit 600mm and 24" (610mm) systems.
The stringers are used to provide lateral support only
and are not intended to improve the vertical load
carrying capacity of the panels.

The stringers do not establish the system spacing
as the holes in the stringer tops are slightly slotted,
allowing the stringers to conform to the size of the
panels.

= Stringer

—dLUICS dllld DCIICIILS

- Available for 600mm and 24" systems.
- Designed for seismic environments.

Steel Stringer l

- Aluminum Stringer

Bracings (Al / Steel)

Additional strengthening of the substructure, particularly
along the perimeter lines, in the form of additional bars
or threaded rods which are clamped onto the base at an
angle and mechanically fastened to the concrete slab by
anchor bolts or between pedestals to inhibit movement
when the floor has to cope high horizontal loads.

This bracing of the floor system is installed for heavily
loaded areas such as tool move-in paths, heavy machine
areas and seismic activity regions,

fTurn buckle type bracing

- Convenient installation

- Economical price and convenient
replacement and maintenance.

- Applicable to existing raised floor
systems.

- Handy installation at points of
the system.

COPYRIGHT (€)2016. ZIP ENC & SB TECH ALL RIGHTS RESERVERD.
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Corner Locked

This corner-lock system is used in area where firmness and complete access are required.
The panels are fastened to the pedestal head using a fixing screw which completely interconnects

the raised access floor system laterally and vertically.

Understructure (Post type)

We have basically three type of understructure system with sizes of 1200, 1800, 2400mm spans.
The drawing below with the upper(sub-beam) and lower(main-beam) beams can be coated with
e-coating or epoxy powder. The base of the post can be attached to the sub-floor with anchor
bolts and the upper and lower beams are fastened with steel plates and bolts.

Features and Benetits

 Height range : 600mm to 2500mm
- Variable distance between steel posts.

COPYRIGHT (€)2016. ZIP ENC & SB TECH ALL RIGHTS RESERVERD.




Series

LG
PVC tile

Chemical resistance result (Pvc, Coat, Plate)

*Remarks

(KOH) (H202) (HCD
30% 30% 50% 35%

Test Method (HNO3)

In 5min.

3 Nochange @ Discolor A Alteration(No harmful)

(H3PO4)
50%

In 24hr.

Tajima
0G ftiles

In Smin.

@

In 24hr.

Epoxy
Powder

In Smin.

In 24hr,

® | © |

In Smin.

@

In 24hr.

- Put three(3) drops on the surface of vinyl tile (A drop=0.5cc)
- Check all the chemical reactions in 5min. and 24hr.

Comparison table (Aluminum panel VS, Steel panel)

Check Point Aluminum Die casted Panel Hollow Steel Panel

Performance

Loading

Great

Good

Great @ Good A Notbad X Bad

Solid Steel Panel

Good

Ralling-load

Great

Not bad

Good

Non-Combustibility

Great

Great

Great

Maintenance
(Installation)

Weight

Great

1.5 times as much as
aluminum panel

twice as much as
aluminum panel

Cutting-off

Great

Bad

Bad

Life Time

Semi-permanent

to be corroded up to
coated & plated

to be corroded up to
coated & plated

Environment-
friendly

Recycling

Great

Great

Due to
composite materials

Building load
bearing structure

Good

Not bad

Bad

Intrinsic value

Great

Great

COPYRIGHT (¢)2016. ZIP ENC & SB TECH ALL RIGHTS RESERVERD.
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LG PVC tile color options

LG ESD vinyl tile is a high-performance flooring system that you can rely on.
F’prhn“ing the gpnprﬂfinn of elactroctatic Phﬂrgpc ic the main purpose of control

measures in ESD protected areas (EPA).

In such areas like electronics assembly, data center and mechatronics the right
floor covering plays a crucial roles.

It does not only drain electrostatic charges from person and

equipment, but it also reduces the generation of charges there

where they occur, at the interface between the shoe soles and

the floor.

C6101/sD6101 b

Electrical properties

- Conductive : 2.5 X 10E4 to 10E6 ohms

by 100V e o
- Static Dissipative : 10E6 to 10E8 ohms LYl e L
- A P I
by 100V S — - Yo Ty
y €l Ty
= P = s Sl =
AR OXhr SV
€6111/5D6111 €6005/SD6005 €601/5D601
Features and Benefits P e, S s
s ; " G
- Consistent and stable electrical properties. - = =
- Phthalate FREE plasticizer. D i R o
- Heavy Metal FREE. W= T e F
- Life time conductivity warranty. - X
- Unique dimensional stability. & g
- Resistance to heavy load. " g
C6001/SD6001 b N
-

C6062/SDE062 C6092/5D06092 C6072/5D6072
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SD 150201/EC 250201 SD 150203/EC 250203 SD 150204/EC 250204 SD 150202/EC 250202 SD 150206,EC 250206 SD 150205/EC 250205
everest kilimanjaro montblanc ivory moonstone adula

Electrical properties
- Conductive
:5.0 X 10E4 to 10E6 ohms by 100V

g = : N i + Static Dissipative
’ ==y | | T i : 10E6 to 10E8 ohms by 100V
5D 150240/EC 250240 5D 150208/EC 250208 SD 150207 /EC 250207
etna granite quartz

Tajima tile color options (Anti Static-C)

No.17 No.18 No.1 No.34 No.35 No.61
Electrical properties
- Surface resistance
: Less than 5.0 X 10E8 ohms
* Volume resistance
: Less than 1.0 X 10E8 ohms

COPYRIGHT (€)2016. ZIP ENC & SB TECH ALL RIGHTS RESERVERD.




Aluminum Scraps

Energy required for recycling 97% energy saving.

It is the basis of our manufacturing that
we never forget global resources and the environment.

Aluminum Ore : Bauxite

Energy required for producing primary ingots 100%

COPYRIGHT (¢)2016. ZIP ENC & SB TECH ALL RIGHTS RESERVERD.




The intrinsic value of aluminum ingots

Our aluminum die casted products are efficiently being produced using top-class equipment e
systems and skilled engineers. : - g
We are actively seeking to reduce costs and improve productivity while maintaining high quality e L
also will contribute to global environment preservationithroug .

COPYRIGHT (€)2016. ZIP ENC & SB TECH ALL RIGHTS RESERVERD.




ZIPENC Co., Lid.

Creating Better Environments

Specitications and other de

OFFICE 134, Gongdan-ro, Heungdeok-gu, Cheongju-city, Chungcheongbuk-do, 28576, South Korea.
Hotline : +82-10_6303-5611 Tel : +82-43-237-8880 Fax : +82-43-237-8810

Email : info@zipenc.com

Www.zipenc.com

FACTORY 638, Geumil-ro, Geumwang-eup, Enmseong-gun, Chungcheongbuk-do, 27642, South Korea.
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KAB-QC-01

KFQ has been accredited in respect of ISO 9001 covered by Ji Young Song
the KAB(Accreditation Certificate Number KAB-QC-01) .
President & CEO of KFQ

-k %
SIZELIN|E! www.kfq.or.kr
13F, Woolim Lion’s Valley Bldg, 168, Gasan digital 1-ro, Geumcheon-gu, Seoul, 08507, Korea
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THE INTEANATIONAL CERTHRCATION MTOAK

CERTIFICATE

Certificate Number: AC-0260201

SB TECH CORPORATION

« HEAD OFFICE & FACTORY : 638, Geumil-ro, Geumwang-eup, Eumseong-gun,
Chungcheongbuk-do, Korea (Zip code : 27642)

Korean Foundation for Quality certifies that the above organization
has complied with the following standard requirements.

ISO 9001:2015 /KS Q1SO 9001:2015

Scope of certification

« HEAD OFFICE & FACTORY : - PRODUCTION AND INSTALLATION OF STEEL STRUCTURE AND
ACCESS FLOOR
- PRODUCTION OF FUNCTION NANO DISPERSION

[HEAD OFFICE & FACTORY - PERMITTED EXAMPTION :

8.3 DESIGN AND DEVELOPMENT OF PRODUCTS AND SERVICES]

Registration Date 2021-11-11 Expiration Date 2024-11-10
Initial Certification Date 2001-01-17 Revision Date 2021-12-15
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KAB-QC-01
KFQ has been accredited in respect of ISO 9001 covered by Ji Young Song
the KAB(Accreditation Certificate Number KAB-QC-01) .
President & CEO of KFQ
SIZELIN|E! www.kfq.or.kr

13F, Woolim Lion’s Valley Bldg, 168, Gasan digital 1-ro, Geumcheon-gu, Seoul, 08507, Korea



THE INTERNATIONAL CERTIFICATION NETWORK

CERTIFICATE

KFQ has issued an IQNet recognized certificate that the organization:

SB TECH CORPORATION

« HEAD OFFICE & FACTORY : 638, Geumil-ro, Geumwang-eup, (Zip code :27642)

for the following scope

« HEAD OFFICE & FACTORY :
- PRODUCTION AND INSTALLATION OF STEEL STRUCTURE AND ACCESS FLOOR
- PRODUCTION OF FUNCTION NANO DISPERSION

[HEAD OFFICE & FACTORY - PERMITTED EXAMPTION : 8.3 DESIGN AND DEVELOPMENT OF PRODUCTS AND SERVICES]

has z'mp/emenfed and maintains a
Quality Management System
which ﬁﬁ/s the requirements qf the fé//ow[ng standard
ISO 9001:2015 / KS QIS0 9001:2015
Issued on : 2021-12-15
Expireson : 2024-11-10

For the validity date, please refer to the original certificate™ issued by KFQ_
Registration Number : KR - 0260201

i E — 0
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Alex Stoichitoiu Ji Young Song
President of IQNet President & CEO of KFQ

IQNet Partners*:
AENOR Spain AFNOR Certification France APCER Portugal CCC Cyprus CISQ Italy
CQC China CQM China CQS Czech Republic Cro Cert Croatia DQS Holding GmbH Germany EAGLE Certification Group USA
FCAV Brazil FONDONORMA Venezuela ICONTEC Colombia Inspecta Sertifiointi Oy Finland INTECO Costa Rica
IRAM Argentina JQA Japan KFQ Korea MIRTEC Greece MSZT Hungary Nemko AS Norway NSAI Ireland

NYCE-SIGE México PCBC Poland Quality Austria Austria RR Russia SII Israel SIQ Slovenia
SIRIM QAS International Malaysia SQS Switzerland SRAC Romania TEST St Petersburg Russia TSE Turkey YUQS Serb

* The list of IQNet partners is valid at the time of issue of this certificate. Updated information is available under www.ignet-certification.com
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CERTIFICATE

QI35 : EAC-0731301
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KAB-EC-01
KFQ has been accredited in respect of ISO 14001 covered Ji Young Song
by the KAB(Accreditation Certificate Number KAB-EC-01) .
President & CEO of KFQ
SIS ELINEr www.kfq.or.kr

13F, Woolim Lion’s Valley Bldg, 168, Gasan digital 1-ro, Geumcheon—gu, Seoul, 08507, Korea
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CERTIFICATE

Certificate Number: EAC-0731301

SB TECH CORPORATION

« HEAD OFFICE & FACTORY : 638, Geumil-ro, Geumwang-eup, Eumseong-gun, Chungcheongbuk-do,
Korea (Zip code : 27642)

Korean Foundation for Quality certifies that the above organization
has complied with the following standard requirements.

ISO 14001:2015/KS 11SO 14001:2015

Scope of certification
« HEAD OFFICE & FACTORY : - PRODUCTION AND INSTALLATION OF STEEL STRUCTURE AND

ACCESS FLOOR
- PRODUCTION OF FUNCTION NANO DISPERSION

Registration Date 2022-07-03 Expiration Date 2025-07-02
Initial Certification Date 2019-07-03 Revision Date 2022-06-27

s 0, >
7 -
= /'
: —Jrfe
KAB-EC-01

KFQ has been accredited in respect of ISO 14001 covered

edits St Ji Young Song
by the KAB(Accreditation Certificate Number KAB-EC-01) .
President & CEO of KFQ
SIS ELINEr www.kfq.or.kr

13F, Woolim Lion’s Valley Bldg, 168, Gasan digital 1-ro, Geumcheon—gu, Seoul, 08507, Korea
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Certificate

KFQ has issued an IQNET recognized certificate that the organization:

SB TECH CORPORATION

« HEAD OFFICE & FACTORY : 638, Geumil-ro, Geumwang-eup, Eumseong-gun, Chungcheongbuk-do, Korea
(Zip code : 27642)

has implemented and maintains a
Environmental Management System

for the following scope

« HEAD OFFICE & FACTORY :
- PRODUCTION AND INSTALLATION OF STEEL STRUCTURE AND ACCESS FLOOR

- PRODUCTION OF FUNCTION NANO DISPERSION

which fulfils the requirements of the following standard

ISO 14001:2015/KS 11SO 14001:2015
Issuedon: 2022-06-27
Expireson: 2025-07-02

Registration Number : KR - 0731301

I TRV S-S |
i

b 3 Alex Stoichitoiu Ji Young Song
[mlrhyes President of IQNET President & CEO of KFQ

This attestation is directly linked to the IQNET Member's original certificate and shall not be used as a stand-alone document.

IGNET Members™:
AENOR Spain AFNOR Certification France APCER Portugal €CC Cyprus CISQ ltaly €QC China €QM China CQS Czech Republic

Cro Cert Croatia DQS Holding GmbH Germany EAGLE Certification Group USA FCAV Brazii FONDONORMA Venezuela ICONTEC
Colombia ICS Bosnia and Herzegovina Inspecta Sertifiointi Oy Finland INTECO Ccsta Rica IRAM Argentina JQA Japan KFQ Kcrea
LSQA Uruguay MIRTEC Greece MSZT Hungary Nemko AS Norway NSAI Ireland NYCE-SIGE México PCBC Poland Quality Austria
Austria Sll Israel SIQ Slovenia SIRIM QAS International Malaysia SQS Switzerland SRAC Romania TSE Turkey YUQS Serbia

" The list of IQNET Members is valid at the time of issue of this certificate. Updated informaticn is available under wwwignet-certification com



INSPECTION REPORT
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@] Project Name Approved by

- S) Lee
(HEY - Hi5R) (HE - &)
=] Job Site Checked by

- ST Kuk
(AL - RE&A) (B2 - H%2)
@] Date / Tested by Tested & Prepared by

24-Jun-21 -
(/&% - RE/RE) (BHEH - 8%1)
@ Temp. / Humidity Tested & Prepared by
21°C / 49% DG You

TEST METHOD FOR COMBUSTION
Applied dosage  Alcohol (77/L 3 —JL) 0.5¢cc
Visual Check Before/After Combustion (KAKBETE)

[E Tested Item [ Result ©No Change @Discolor Ano harmful B Alteration
Type Blind Visual Check afterflame (5%%%) afterglow (5% U A)
Model - Before test ©) ©
Spec - Afterfleme [ J oA
Finished / W LG Tile Afterglow © ©

[ Tested Photos

Tested photos

Photos for test method After test
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Applied dosage  Alcohol (77/L 3 —JL) 0.5¢cc
Visual Check Before/After Combustion (KAKBETE)
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